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ZADACI

1. Odredite specifični naboj elektrona. Izvřsite nekoliko neovisnih mjerenja.

2. Objasnite dobivanje helikoidalne putanje elektrona.

Dodatne upute za rad

Maksimalna struja zavojnice iznosi 3A. Maksimalna potencijalna razlika iznosi

300V.

Naponski izvodi na ispravljaču napona su medusobno izolirani, što znači da

se u svrhu dobivanja većeg napona mogu proizvoljno kombinirati.
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Related topics
Cathode rays, Lorentz force, electron in crossed fields, elec-
tron mass, electron charge.

Principle
Electrons are accelerated in an electric field and enter a mag-
netic field at reight angles to the direction of motion. the spe-
cific charge of the electron is determined from the accelerat-
ing voltage, the magnetic field strength and the radius of the
electron orbit.

Equipment
Narrow beam tube 06959.00 1
Pair of Helmholtz coils 06960.00 1
Power supply, 0...600 VDC 13672.93 1
Power supply, universal 13500.93 1
Digital multimeter 07134.00 2
Connecting cord, l = 100 mm, red 07359.01 1
Connecting cord, l = 100 mm, blue 07359.04 1
Connecting cord, l = 750 mm, red 07362.01 5
Connecting cord, l = 750 mm, blue 07362.04 3
Connecting cord, l = 750 mm, yellow 07362.02 3

Tasks
Determination of the specific charge of the electron (e/m0)
from the path of an electron beam in crossed electric and
magnetic fields of variable strength.

Set-up and procedure
The experimental set up is as shown in Fig. 1. The electrical
connection is shown in the wiring diagram in Fig. 2, 2. The two
coils are turned towards each other in the Helmholtz arrange-
ment. Since the current must be the same in both coils, con-

nection in series is preferable to connection in parallel. The
maximum permissible continuous current of 5 A should not be
exceeded.

If the polarity of the magnetic field is correct, a curved lumi-
nous trajectory is visible in the darkened room. By varying the
magnetic field (current) and the velocity of the electrons
(acceleration and focussing voltage) the radius of the orbit can
be adjusted, that it coincides with the radius defined by the
luninous traces. When the electron beam ciinudes with the
luminous traces, only half of the circle is observable. The radi-
us of the circle is then 2, 3, 4 or 5 cm.

Further explanation of the narrow beam tube, please prefer to
the operating instructions.

If the trace has the form of a helix this must be eliminated by
rotating the narrow beam tube around its longitudinal axis.

Theory and evaluation
If an electron of mass m0 and charge e is accelerated by a
potential difference U it attains the kinetic energy:

(1)

where n is the velocity of the electron.

In a magnetic field of strength B
�

the Lorentz force acting on
an electron with velocity is:

If the magnetic field is uniform, as it is in the Helmholtz
arangement the eletron therefore follows a spiral path along
the magnetic lines of force, which becomes a circle of radius
r if is perpendicular to B
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Fig.1: Experimental set-up for determining the specific charge of the electron.

Verwendete Acrobat Distiller 6.0.1 Joboptions
Dieser Report wurde mit Hilfe der Adobe Acrobat Distiller Erweiterung "Distiller Secrets v2.0.1" der IMPRESSED GmbH erstellt.Sie können diese Startup-Datei für die Distiller Versionen 6.0.x kostenlos unter www.impressed.de herunterladen.ALLGEMEIN ----------------------------------------Beschreibung:     PDF für Digitaldruck (Farbe und Schwarzweiss): 150/600 dpi, JPEG Mittel. Bei Drucksystemen mit Halbton-Ausgabe ggf. die Bildauflösung entsprechend erhöhen. (V6.0/StJ. Weitere Informationen: www.prepress.ch)Dateioptionen:     Kompatibilität: PDF 1.3     Komprimierung auf Objektebene: Nur Tags     Seiten automatisch drehen: Aus     Bund: Links     Auflösung: 600 dpi     Alle Seiten     Piktogramme einbetten: Nein     Für schnelle Web-Anzeige optimieren: NeinStandardpapierformat:     Breite: 208.25 Höhe: 294.7 mmKOMPRIMIERUNG ------------------------------------Farbbilder:     Neuberechnung: Bikubische Neuberechnung auf 200 ppi (Pixel pro Zoll)          für Auflösung über 220 ppi (Pixel pro Zoll)     Komprimierung: Automatisch (JPEG)     Bildqualität: MittelGraustufenbilder:     Neuberechnung: Bikubische Neuberechnung auf 200 ppi (Pixel pro Zoll)          für Auflösung über 220 ppi (Pixel pro Zoll)     Komprimierung: Automatisch (JPEG)     Bildqualität: MittelSchwarzweißbilder:     Neuberechnung: Bikubische Neuberechnung auf 600 ppi (Pixel pro Zoll)          für Auflösung über 660 ppi (Pixel pro Zoll)     Komprimierung: CCITT Gruppe 4     Mit Graustufen glätten: AusFONTS --------------------------------------------Alle Schriften einbetten: JaUntergruppen aller eingebetteten Schriften: NeinWenn Einbetten fehlschlägt: AbbrechenEinbetten:     Schrift immer einbetten: [ ]     Schrift nie einbetten: [ ]FARBE --------------------------------------------Farbmanagement:     Farbmanagement: Farbe nicht ändern     Wiedergabemethode: StandardGeräteabhängige Daten:     Unterfarbreduktion und Schwarzaufbau beibehalten: Nein     Transferfunktionen: Anwenden     Rastereinstellungen beibehalten: NeinERWEITERT ----------------------------------------Optionen:     Überschreiben der Adobe PDF-Einstellungen durch PostScript zulassen: Nein     PostScript XObjects zulassen: Ja     Farbverläufe in Smooth Shades konvertieren: Nein     JDF-Datei (Job Definition Format) erstellen: Nein     Level 2 copypage-Semantik beibehalten: Nein     Einstellungen für Überdrucken beibehalten: Ja          Überdruckstandard ist nicht Null: Ja     Adobe PDF-Einstellungen in PDF-Datei speichern: Ja     Ursprüngliche JPEG-Bilder wenn möglich in PDF speichern: Ja     Portable Job Ticket in PDF-Datei speichern: Ja     Prologue.ps und Epilogue.ps verwenden: Nein(DSC) Document Structuring Conventions:     DSC-Kommentare verarbeiten: NeinPDF/X --------------------------------------------PDF/X-Berichterstellung und Kompatibilität:     PDF/X-1a: Nein     PDF/X-3: NeinANDERE -------------------------------------------Distiller-Kern Version: 6010ZIP-Komprimierung verwenden: JaASCII-Format: NeinText und Vektorgrafiken komprimieren: JaFarbbilder glätten: NeinGraustufenbilder glätten: NeinBilder (< 257 Farben) in indizierten Farbraum konvertieren: JaBildspeicher: 33554432 ByteOptimierungen deaktivieren: 0Transparenz zulassen: NeinsRGB Arbeitsfarbraum: sRGB IEC61966-2.1DSC-Berichtstufe: 0ENDE DES REPORTS ---------------------------------IMPRESSED GmbHBahrenfelder Chaussee 4922761 Hamburg, GermanyTel. +49 40 897189-0Fax +49 40 897189-71Email: info@impressed.deWeb: www.impressed.de



LEP
5.1.02

-00
Specific charge of the electron – e/m

25102-00 PHYWE series of publications • Lab. Experiments • Physics • © PHYWE SYSTEME GMBH & Co. KG • D-37070 Göttingen2

Since the centrigugal force m0 · n2/r thus produced is equal to
the Lorenth force, we obtain

where B is the absolute magnitude of B
�

.
From equation (1), it follows that

(2)

To colculate the magnetic field B, the first and fourth Maxwell
equartions are used in the case where no time dependent
electric fields exist.
We obtain the magnetic field strength Bz on the z-axis of a cir-
cular current I for a symmetrical arrangements of 2 coils at a
distance a from each other:

with m0 = 1.257 · 10-6

and R = radius of the coil

For the Helmholtz arrangement of two coils (a = R) with num-
ber of turns n in the center between the coils one obtains

(3)

For the coils used, R = 0.2 m and n = 154.
The mean,

e/m0 = (1.84 ± 0.02) · 1011 As/kg

was obtained from the values given in Table 1.

Literature value:    e/m = 1.759 · 10-11 As/kg

Fig. 2: Wiring diagram for Helmholtz coils.

Fig. 3: Wiring diagram for Narrow beam tube.
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r = 0.02 m r = 0.03 m r = 0.04 m r = 0.05 m

100 2.5 1.7 1.6 1.8 1.1 2.2 0.91 2.0
120 2.6 1.9 1.7 1.9 1.3 1.9 1.0 2.0
140 2.8 1.9 1.9 1.8 1.4 1.9 1.1 1.9
160 – – 2.0 1.9 1.5 1.9 1.2 1.9
180 – – 2.2 1.7 1.6 1.8 1.3 1.8
200 – – 2.3 1.8 1.7 1.8 1.4 1.7
220 – – 2.4 1.8 1.8 1.8 1.4 1.9
240 – – 2.5 1.8 1.9 1.7 1.5 1.8
260 – – 2.6 1.8 1.9 1.9 1.6 1.7
280 – – 2.7 1.8 2.0 1.8 1.6 1.8
300 – – 2.8 1.8 2.1 1.8 1.7 1.7
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Tabele 1: Current strength I and specific charge of the electron, in accordance with equations (2) and (3) for various voltages U
and various radii r of the electron trajectories.


